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VirtualWorksTM DotNet Runtime – Patch Installation
This document walks through the steps for installing VirtualWorksTM .Net Runtime (Microsoft Version) patch installation.

1.1 VirtualWorksTM RT Patch Installation

Copy the Runtime Patch installation file (VWRTPatch.MSI) from the VirtualWorksTM installation kit in to a local directory in all the layers viz., WEB, APP and RM (Database). Copy the file RemoveReadAttribute.bat also from the same VirtualWorksTM patch installation kit into the folder ..\Program Files\VirtualWorks. After copying the batch file, double click the batch file and execute the same.  This batch file will remove read-only attribute from all the deliverables under the VirtualWorksTM folder.  
· If the MSI package needs to be installed in particular user account then double click the file VWRTPatch.MSI to run the same.
· If the MSI package needs to be installed in ALL USERS instead of specific user account, then run the following command in Command Prompt.

Go to the folder where the MSI file exists and run the following command.



MSIEXEC /I VWRTPatch.MSI ALLUSERS=1
1. The ‘Welcome to Ramco Installer’ screen will be launched.     
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2. Clicking ‘Next’ launches the ’Select Layer’ screen.
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Note: VWRTPatch does not have any specific Layer-wise installer. The same MSI (VWRTPatch.MSI) will be used to install Runtime Patch for all layers (WEB, APP and Database). This document is a common document which can be used to individual layer machines appropriately.

In the above screen, the patch installer will display all the layers WEB, APP and RM. In this screen, select only those layers which are specific to that machine. While running this installer in RM (Database) layer, select the options “Resource Layer” as well as “SQL Server” which is mandatory.
3. If Resource Layer option is selected, then the following screen will be displayed. Provide the Resource Layer (Database Layer) machine name.  This name should be same as the RM Layer machine name that was given as part of RM Base installation. Also provide the Database user name (this should be same as the user that was used during Base RM installation), password and the deployment database name (Database name should be same as what was given during Base RM installation).
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4. On clicking ‘Next’, the “Confirm Installation” screen will be launched. This is only an information screen. Click ‘Next’ and start the installation.
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1.2 Other Settings

1. Go to the properties of the folder..\VirtualWorks\IIS\Shortcut (in WEB Server) -> go to Security tab and provide Full Control permission to one of the following user group IIS_USRS or IIS_IUSRS (If this group does not exist, you may add the same using the Add button).

2. Comment the <healthMonitoring> tag in Web.Config file which is available in the Web Server under path ..\VirtualWorks\IIS\ (e.g. D:\Program Files (x86)\VirtualWorks\IIS\web.config) 
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</hetplodules>
>
<t-- <nttpoduless
<add neme="Portaliuthliodule” type
</hetphodules>
>
<l--  <healthlonitoring>
<hufferliodes>
<add nawe="Critical Novification” waxBufferSize="100" maxFlushSize="20" urgentFlushThreshold="1" regularflushInterval="Infinite” urgentFlushInt,
"Notification” maxBufferSize="300" maxFlushSize="20" urgentFlushThreshold="1" regularflushinterval="Infinite” urgentFlushInterva
"hnalysis” maxBufferSize="1000" maxFlushSize="100" urgentFlushThreshold="100" regularFlushInterval="00:05:00" urgentFlushInterva
"Loggring” waxBufferSize="1000" waxFlushSize="200" urgentFlushThreshold="800" regularFlushInterval="00:30:00" urgentFlushinterval
</butfertiodes>
<providers>
<add nem:
<add connect ionStringNeam:

com. raweo . vu. security. ViPortal Interfacetodule />

"EventLogProvider” type="System.Weh.llanagement .EventLogiehEventProvider, System. Ueb, Version=2.0.0.0, Culture=neutral, PublicKeyToke
"LocalSglServer” maxEventDetailslength="1073741823" buffer="false” bufferiode="Notification” name="SqlUebEventProvide

<add neme="inilebEventProvider” type="System.leb.Nanagement.VniliebEventProvider, System. Vieb, Version=2.0.0.0, Culture=neutral, PublicKeyToken=h03£s,
</providers>
<profiles>
"Default” winlnstances="1" waxLinit="Infinite” minlnterval="0D:01:007 custom="" />
"Critical” minInstances="1" waxLimit="Infinite” minInterval="00:00:00" custom="" />
</profiles>
<rules>

"Ml1 Errors Default” eventNeme="All Errors” provider="EventLogProvider” profile="Default” minInstances="1" maxLimit="Infinite” minInt
"Failure Audits Default” eventlawe='Failure Audits” provider="EventLogProvider” profile="Default” minInstances="1" maxLimit="Infinite
"ipplication Lifetime Events Default” eventName="ipplication Lifetime Events" provider="EventLogProvider” profile="Default” minInstam

<add nane=

</rules>
<eventMappings>
<add "All Events” type=r"System.Ueb.lManagement.UsbBaseEvent,Systen.Ueb,Version=2.0.0.0, Culture=neutral, PuslicKeyToken=h03 £5£7511d50a3a" sta

03£5£7£11d50a3
eutral, Pusl

<add "Heartheats” type="System.Ueb.lManagement .UsbHeartbeatEvent, Systen. Ueb, Version=2.0.0.0, Culture=neutral, PuslicKeyToke:

<add "ipplication Lifetime Events” type="System.ieh.llanagement.leblpplicationlifetineEvent,System.Veb, Version=2.0.0.0,Cultur
<add "Request Processing Events” type="System.ieh.lanageent.lebRequestEvent,System.Ueb,Version=2.0.0.0, Culture=neutral, PublicKeyTaken=hD:
<add "Ml1 Errors” type=r"System.Ueb.lanagement.VehBaseErrorEvent,System. Ve, Version=2.0.0.0, Culture=neutral, PublicKeyToken=h03£5£7£11d50a3

"Infrastructure Errors” type="System.Ueh.Management.VebErrorEvent,Systen.ieb,Version=2.0.0.0,Culture=neutral, PublicKeyToken=h03£SE751
"Request Processing Errors” type="Systen.ieh.Nanagement.UebRequestErrorEvent,System.UVeb,Version=2.0.0.0,Culture=neutral, PublicKeyToke:

<add
<add

<add "A1L Rudits” type=’System.ie.lManagenent.UebAuditEvent,Systen. Ush,Version=2.0.0.0, Culture=neutral, PublicKeyToken-h03£5£7£11d50a3a" st

<add "Failure Audits” type="System.Ueh.Management.VebFailureluditEvent,Systen.Veb,Version=2.0.0.0,Culture=neutral, PublicKeyToken=h03£SE751

<add "Success Audits” type="System.Ueh.Management.VebSuccesshuditEvent,Systen. Ueb,Version=2.0.0.0, Culture=neutral, PublicKeyToken=h03£SE751
</eventappings>
</healthllonitoring>

>

Rerove the comwents to ensble Hultiple kuthentication using Kerberos.
<authentication mode="Uindous” />

<nttplodules>
<add neme="Viiuthenticationfiodule”
type=reom. ranco.vy.security. Vikuthenticationliodule, Vilnterceptor” />
<add nae="VUClientAuthiodule” type="com.ramco.vu.security.ViClientkuthliodule, ViTnterceptor,Version=1.4.3.12, Culture=neutral, PublicKeyToken:
</hetphodules>
>
<t-- <nttpoduless

<add neme="Portaliuthliodule” type="com.rameo.vw.security.ViPortallnterfacellodule, ViPortallnterface"/>

</hetplodules>
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